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c. Spread out the liner, smooth
side down. The curved seam
should be centred on the
cove at the base of the wall.
The other seams will form
straight lines across the bot-
tom of the pool.

d. Smooth out all the wrinkles in
the bottom.

2. Fasten the Liner in place
(Overlap Liner only)

This step applies only if you have an Overlap
Liner. See the next page if you have a Beaded
Liner or V-Bead Liner.

a. Lift the sides of the liner and drape them over
the top of the pool wall. If you have a 52" (132
cm) high pool, pull the liner up until there is 2"
(5 cm) overhang; if you have a 48" (122 cm) high
pool, pull the liner up until there is 6" (15 cm)
overhang.

b. Fasten the liner to the top of the wall with plastic
coping. Let the liner hang slack for now. Do not
pull the liner tight.

c. Start filling the pool with water. As the pool fills,
work out all the wrinkles and smooth the liner to
the wall. Remove the plastic coping around the
top edge of the wall one piece at a time and
adjust the liner. Keep smoothing out the wrin-
kles.

3. Trim the Plastic Coping and Roll Up the Excess
Liner
a. After all the wrinkles in the liner are removed,

trim any extra length of plastic coping so there
is no overlap.

b. Roll up any excess liner hanging below the
plastic coping and tape it in place near the top
of the pool wall. Important: Do not trim off the
excess liner.

3-5

Remember:
Do not trim off the
excess liner. (If the
liner ever needs to
be removed, trim-
ming the liner will
make re-installation
very difficult.) In-
stead, roll up any
excess liner and
tape it in place near
the top of the pool
wall.

Hint:
To smooth out the
wrinkles in step 2(c),
use a vacuum
cleaner: block the
skimmer outlet with
cardboard and tape
and put the vacuum
hose through the
skimmer return hole,
between the liner
and pool wall. Seal
the hole with tape
and keep the hose 4"
to 6" (10 to 15 cm)
above the sand cove
so you don�t suck up
any sand. Start the
vacuum and run it
until most of the
wrinkles are gone.
Then, stop the
vacuum and add 1"
(2.5 cm) of water to
the pool.  Finally,
remove the vacuum
hose and unplug the
skimmer hole.
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4. Fasten the Liner in place (Beaded Liner only)
This step applies only if you have a Beaded Liner. See the previous
page if you have an Overlap Liner or below if you have a V-Bead
Liner.

a. Lift the sides of the liner and
insert the beaded edge into
the liner retainer on the top
edge of the pool wall.

b. Start filling the pool with
water. As the pool fills, work
out all the wrinkles and
smooth the liner to the wall.

5. Fasten the Liner in place (V-Bead Liner only)
This step applies only if you have a V-Bead Liner.

See steps 2 and 3 if you have an Overlap Liner,
or step 4 if you have a Beaded Liner.

a. Remove the slotted tubes and
connectors from the top edge
of the pool wall. Important:
do not remove all of the slot-
ted tubes at once; remove
only two lengths of slotted
tube at a time.

b. Hook the V-bead over the
edge of the pool wall.

c. The space between the ends
of the slotted tubes at the tops
of the locations where the
verticals will be attached,
should be about 1/2" (13 mm).
If you have a Gibraltar Oval
System , refer to page 2-6,
step 2  in the Gibraltar
manual.

d. Replace the two lengths of
slotted tube and connectors.

e. Repeat steps (a) to (d) until
you have gone around the
entire pool and finished
attaching the pool liner in
place.

f. Start filling the pool with water. As the pool fills, work out all the
wrinkles and smooth the liner to the wall.

6. Proceed to Section 4
a. Continue with Section 4 to finish assembling your pool.
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A. Attach your Verticals and Top Rails
1. Continue filling your Pool

a. Continue filling your pool with water. Do not put in more than 12" (30 cm)
of water until the top rails and vertical columns are all attached.

b. Keep working on the top rails and vertical columns while the pool fills.

• See the drawing on the next page for an overview of all the parts used
to install the verticals, top rails and top connectors.

2. Install the Vertical Columns
a. Line up the bottom of one verti-

cal column (key 1) with the two
small tabs on one base plate
(key 2). The two tabs nearest the
inside of the pool must be on
the inside of the vertical col-
umn, and the other two tabs
should be showing on the out-
side of the vertical column. The
end of the vertical with three
holes must be nearest the top
and the end with two holes
nearest the bottom.

b. Line up the screw holes in the vertical column with the two tabs nearest
the inside of the pool and fasten with one self-tapping screw (key 3) on
each side (the other two tabs will not have screws through them).

c. Hook a top plate (key 4) over the top edge of the pool
wall (key 5). Place the top plate down over the top of
the vertical column with the tabs on the outside of
the column. Make sure the vertical column is
straight up and down.

d. Line up the screw holes and fasten with one self-
tapping screw on each side and one on the front
(key 6).

e. Repeat the last four steps for each of the vertical columns around the
pool wall.

SECTION Pool Component Installation Manual

Installing the Top
Rails & Verticals

!
Hint:
Use the ridges in the
pool wall to make
sure the vertical
column is straight up
and down.
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Hint:
In step 2(b), make
sure the two screws
(key 3) are exactly
straight and perpen-
dicular to the verti-
cal column, or else
the foot cover will be
difficult to install
later.




